**Product Specifications**

<table>
<thead>
<tr>
<th>Model Number</th>
<th>MAX. PRESS.</th>
<th>MAX. SPEED</th>
<th>HP</th>
<th>kW</th>
<th>Net Wt.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>bar</td>
<td>PSI</td>
<td>RPM</td>
<td></td>
<td>lbs.</td>
</tr>
<tr>
<td>8AM-FRV-28</td>
<td>7.0</td>
<td>100</td>
<td>2,500</td>
<td>5.0</td>
<td>4.0</td>
</tr>
<tr>
<td>8AM-FRV-30A</td>
<td>7.0</td>
<td>100</td>
<td>2,500</td>
<td>5.0</td>
<td>4.0</td>
</tr>
</tbody>
</table>

**SOUND LEVEL**

105 dBa MAX.

**NORMAL ambient**

+1°C - 120°C

**Relative humidity**

0% - 100%

**ENVIRONMENT**

HAZARDOUS ambient Combustible gas and dust +1°C TO +40°C

Conforms to European standard EN13463-1 Non-Electrical equipment for explosive atmospheres group II cat 2 (gas & dust).

Protected by construction (Surface temp. rated 135°C).

*Technical data subject to change without notice.*