**Product Specifications**

<table>
<thead>
<tr>
<th>Model Number</th>
<th>MAX. PRESS.</th>
<th>MAX. SPEED</th>
<th>HP</th>
<th>kW</th>
<th>Net Wt.</th>
</tr>
</thead>
<tbody>
<tr>
<td>2AM-NRV-89LL</td>
<td>5.6 bar, 80 PSI</td>
<td>2,000 RPM</td>
<td>.55</td>
<td>0.40</td>
<td>4.2 lbs, 1.9 kg</td>
</tr>
</tbody>
</table>

**Sound Level**: 76 dba MAX.

**Conforms to European Standard EN13463-1**

**Normal Ambient**: -15°C to 120°C.

**Relative Humidity**: 0% to 100%

**Environment**: Hazardous Ambient (Combustible Gas & Dust), Protected by Construction (Surface Temp. Rated 135°C).

**Notes**:
1. Corrosion resistant rotor assembly.
2. Universal vane material for operating with or without lubrication.
3. Technical data subject to change without notice.

---

**Graphs**

- **Air Consumption (lpm)**
- **Torque (lb-in)**
- **Power (horsepower)**
- **Kilowatt**

---

**Dimensions**

- 1/4 NPT
- 63.5 mm
- 25.0 mm
- 32 mm
- 125 mm
- 49 mm
- 194 mm
- 101 mm
- 397 mm
- 58.67 mm
- 23.1 mm
- 11.45 mm
- FLAT
- 12.7 mm
- 500 mm
- 44.4 mm
- 175 mm