
2x 1 1/4 NPT

4x 7/16-14 UNC-2B x
16mm (.62") DEEP THREAD
ON 124mm (4.88")
BOLT CIRCLE

4x 10mm (.41") THRU

CONFORMS TO EUROPEAN STANDARD EN13463-1
NON-ELECTRICAL EQUIPMENT FOR EXPLOSIVE
ATMOSPHERES GROUP II CAT 2 (GAS & DUST).
PROTECTED BY CONSTRUCTION
(SURFACE TEMP. RATED 135 C).

ELTD110

113 dba MAX.

HAZARDOUS AMBIENT COMBUSTIBLE
GAS AND DUST +1 C TO +40 C

0% - 100%

+1°C. - 120°C.

33,1736,79.02,000 RPM1007,016AM-FRV-2
PSIbar.

 MAX.
SPEED

REV.

Product Specifications

Post Office Box 97
Benton Harbor, Michigan
Ph: 616/926-6171
Fax: 616/925-8288

PART NUMBER:

Model Number MAX. PRESS.
HP kW

lbs. kg
Net Wt.

SOUND LEVEL

NORMAL AMBIENT

RELATIVE HUMIDITY

ENVIRONMENT

* TECHNICAL DATA SUBJECT TO CHANGE
  WITHOUT NOTICE.

33,1736,79.02,000 RPM1007,016AM-FRV-32 (INA)

0

60

120

180

240

300

360

420

7,0 bar

5,6 bar

4,2 bar

2,8 bar

1,4 bar

SPEED (RPM)

SPEED (RPM)

0
0

10

8

6

4

2

48

44

40

36

32

28

24

20

16

12

8

4

SPEED (RPM)

0
500 1000 1500 20000

1,4 bar

2,8 bar

4,2 bar

5,6 bar
7,0 bar

500 1000 1500 20000

AI
R 

CO
NS

UM
PT

IO
N 

(m
 /

h)

SPEED (RPM)

TO
RQ

UE
 (
N 

m)

1,4 bar

2,8 bar

4,2 bar

5,6 bar

KI
LO

W
AT

T
20 PSI

40 PSI

60 PSI

80 PSI

5000
0

AI
R 

CO
NS

UM
PT

IO
N 

(C
FM

)

SPEED (RPM)
0

0

TO
RQ

UE
 (
lb
.-
in
.)

SPEED (RPM)

20 PSI

20 PSI

40 PSI

60 PSI

80 PSI

PO
W
ER
 (
HO
RS
EP
OW

ER
)

100 PSI

7,0 bar

100 PSI

100 PSI

40 PSI

60 PSI

80 PSI

3

40

80

120

160

200

240

280

1000 1500 2000

480

500

40

80

120

160

200

240

280

1000 1500 2000

320

360

400

500 1000 1500 2000

5000
0

1.0

2.0

3.0

4.0

5.0

6.0

7.0

1000 1500 2000

103
4.07

64
2.53

203
7.99

172
6.76

86
3.38

187
7.35

29
1.13

357
14.06

214
8.44

98
3.87

19
.75

102
4.00

21
.82

108
4.24

54
2.12

179
7.06

70
2.76


	Model

