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194.06

7.64  
LOW PRESSUREHIGH PRESSURE

MOTOR LEADS

 
144.40

5.69  

INDEPENDENT HEAD
 SEE NOTE 3

 
226.18

8.90  
201.33

7.93  TYP.

2X 
203.20

8.00

2X 
88.90
3.50

2X 
178.00

7.01

2X 
114.00

4.49

 
299.58
11.79  

4X 1/4-20 
(OUTSIDE HOLES)

4X M6X1
(INSIDE HOLES)

OUTLET

 INLET

INLET

OUTLET

1X CAPACITOR

4X SHOCK MOUNTS
M6 THREADS

1X BOOT1X CLAMP

1X FILTER

106R550-103-N600X

RTD1122
B

115-120/230-240 (60Hz)
220-230 (50Hz) 1725 1425 7.4/3.8 3.8 0.75 0,56 29.1 13.2 55 370

66 dB(A)

+5 C to +40 C 

20% - 80%

CLEAN

PARTS SHIPPED UNATTACHED
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GAST MFG, INC.& JUN-AIR
A Unit of IDEX Corporation
Post Office Box 97
Benton Harbor, Michigan   49022  U.S.A.
Ph: 269/926-6171
Fax:  269/925-8288

GAST/
PRODUCT SPECIFICATIONS

PART NUMBER: 

SOUND LEVEL ____________________

NORMAL AMBIENT _______________

RELATIVE HUMIDITY _______________

ENVIRONMENT ___________________
PRODUCT PERFORMANCE:

REVISION:

NOTES:
 1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
 2. ALL DIMENSIONS ARE FOR REFERENCE ONLY.
 3. INDEPENDENT HEAD. APPLICATION TO CONNECT LOW PRESSURE
      OUTLET TO HIGH PRESSURE INLET.
 4. MOTOR LEADS ARE 30 INCH LONG 18 AWG WIRES.
 5. MUST BE STARTED AT ZERO PRESSURE.  LOAD AFTER REACHING
     FULL SPEED RPM.

PRODUCT DIMENSIONS:
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