GAST/JUN-AIR*

GAST MFG, INC.& JUN-AIR

PRODUCT SPECIFICATIONS

MODEL NO.

87R640-101-N470X

MOTOR

SOUND LEVEL LESS THAN 65 db(A)
NORMAL AMBIENT
RELATIVE HUMIDITY

+5°C-+40°C

20% - 80%

115-120/230-240 (60Hz)
110-120/220-240 (50Hz)

A Unit of IDEX Corporation PART NUMBER: RTDS883A

Post Office Box 97 B

Benton Harbor, Michi 49022 US.A.

P 260/9266171 REVISION: _ B

Fax: 269/925-8288

RPM AMPS NET WT. CAPACITOR

60Hz | 50HZ. 60HZ | soHz HP kW bs. | kg | mfd. © voLT
1725 1425 6.0/3.0 5.0/2.6 1/2 037 191 @ 86 30 370

NOTES:

1. TECHNICAL DATA SUBJECT TO CHANGE WITHOUT NOTICE.
2. THIS PUMP MUST BE INSTALLED IN AN ENCLOSURE.

3. ALL DIMENSIONS ARE FOR REFERENCE ONLY.

4. KIT P/N: K964

ENVIRONMENT  CLEAN DUST FREE
PRODUCT PERFORMANCE: 50Hz & 60Hz PERFORMANCE CURVES BASED ON 115V.
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PRODUCT DIMENSIONS:
WIRING DIAGRAM
115V 230V
BRN 1 cAp BRN 1cAP (1|{\14LEITP)T
YELLOW — YELLOW —
WHT —— LINE WHT LINE
BLK BLU LINE 1/4 NPT
LINE
BLU — BLK —— (OUTLET)
ORG 3 RED
RED ORG-INSULATED [128.66]
5.07
CAPACITOR MOUNTING KIT [38.10]
TO BE SHIPPED UNATTACHED. L [2as] L
/ 9.53 1.50
e - OOy, o ORN
| |
| |
| |
| | = =
| | P = g f .
! ! ° i = = J °W | — GROUND SCREW X 6.71
o ~ ] 1 | 5X, MOTOR LEADS
i D E #18 AWG. 29.0 +1.0LG,,
= STRIPPED .374 +.06.

CAPACITOR TO BE SHIPPED UNATTACHED

4X,1/4-20
TAPPED HOLES

[203.20]
2 8.00

:]:j\zx, MOTOR LEADS

#18 AWG. 29.0 +1.0 LG.,

.032 x .250 FEMALE TERMINALS,
BRN & YEL LEADS (TO CAPACITOR)



	Sheet1
	Drawing View2
	Drawing View4
	Drawing View5
	Drawing View6


